
 

 

Static Shielding Bags (Metal in Type) 

 

 

Total Thickness  : 70 - 80 Microns  

 

Tensile Strength   : ≥ 250 Kg/Cm
2 

 

Tear Strength   : ≥ 4 g/micron in MD 

     ≥ 10 g/micron in TD 

 

Puncture Strength  : ≥ 5.5 Kgs 

 

Heat Seal Strength  : ≥ 200 Kg/Cm
2
 

     (At 90 – 100
0
C Sealing Temp 

      2 – 3 Seconds Sealing Time 

      3 Kg / Cm
2
 sealing Pressure) 

 

MVTR (100 in
2
 /24 hours) : 0.3 gm 

 

Light Transmission  : ≥ 40 % 

 

Surface Resistivity   : Outer  : ≤ 10
11

 Ohms 

     Inner : ≤ 10
11

 Ohms 

     Middle aluminum layer : ≤ 10
2
 Ohms 

 

Electrostatic Shielding  : < 50 Nano Jouls 

 

The shielding bag is free from the following products. 

 

1).Amine    : Absent 

2).Silicone    : Absent 

3).N-Octanoic Acid   : Absent 

4).Polycarbonate Compatibility : Yes 

5).Contact Corrosivity  : Nil 

 

The construction of the bag is given in the picture.  

 


